
MONTAGGIO (solo per modelli K2, K3, K4) 
-LoÊscambiatoreÊPLATEVAREMÊsiÊpresentaÊgiàÊassemblatoÊeÊpredispostoÊperÊl’installazione. 
-MontareÊilÊtelaioÊinÊunaÊposizioneÊinÊcuiÊsiaÊsupportatoÊeÊpermettaÊunaÊfacileÊrimozioneÊdellaÊpiastraÊmobileÊperÊl’ispe-
zioneÊeÊlaÊpuliziaÊdelleÊpiastreÊdiÊscambio. 
-PrevedereÊunaÊvalvolaÊdiÊintercettazioneÊsull’entrataÊeÊsull’uscitaÊdiÊogniÊcircuitoÊperÊconsentireÊl’isolamentoÊdelloÊscam-
biatoreÊdallaÊreteÊduranteÊlaÊmanutenzione. 
-MontareÊloÊscambiatoreÊinÊposizioneÊVERTICALEÊconÊcollegamentiÊidrauliciÊcomeÊriportatiÊnelleÊfigure. 
 
SMONTAGGIO (solo per modelli K2, K3, K4) 
-AssicurarsiÊ cheÊ loÊ scambiatoreÊ siaÊ completamenteÊ raffreddatoÊ perÊ evitareÊ ilÊ deteriorarsiÊ delleÊ guarnizioni. 
-SmuovereÊleÊpiastreÊeÊripulirleÊdall’eventualeÊcalcare;ÊinÊcasoÊdiÊaderenzaÊdelleÊpiastreÊèÊsufficienteÊagireÊdelicatamenteÊ
traÊesseÊconÊunÊcacciavite. 
-SerrareÊloÊscambiatoreÊinÊmodoÊuniformeÊnellaÊfaseÊdiÊchiusura. 

PULIZIA (solo per modelli K2, K3, K4) 
-RimuovereÊilÊcalcareÊdepositatosiÊsulleÊpiastreÊeÊsulleÊguarnizioniÊconÊunaÊsoluzioneÊdiÊacidoÊnitricoÊnonÊsuperioreÊall'1%Ê
diÊacido,ÊeÊconÊdellaÊsodaÊcausticaÊperÊlaÊneutralizzazione. 
-RisciacquareÊabbondantemente. 
RIMONTAGGIO (solo per modelli K2, K3, K4) 
-RimontareÊleÊpiastreÊinterneÊavendoÊcuraÊcheÊleÊguarnizioniÊdiÊtenutaÊrisultinoÊalternateÊpropriamente,ÊinÊmodoÊdaÊcreareÊ
unÊ paccoÊ serratoÊ costituitoÊ daÊ intercapediniÊ diÊminimoÊ spessoreÊ cheÊ sonoÊ alternativamenteÊ percorseÊ daiÊ dueÊ fluidiÊ diÊ
esercizio. 
-RimontareÊloÊscambiatoreÊmantenendoÊrigorosamenteÊverticaleÊilÊcomplessoÊdiÊpiastreÊeÊrispettareÊlaÊquotaÊdiÊserraggioÊ
prevista.Ê 
-CollegareÊgliÊscambiatoriÊadÊunaÊbuonaÊmessaÊaÊterra. 
 
SCHEMI DI FUNZIONAMENTO E INSTALLAZIONI TIPICHE 
IÊseguentiÊschemiÊmostranoÊlaÊtipicaÊconfigurazioneÊstandardÊdiÊunoÊscambiatoreÊ1x1Ê(aÊsingoloÊpassaggio);ÊiÊraccordiÊdiÊ
ingressoÊeÊuscitaÊdelÊfluidoÊsonoÊsulloÊstessoÊlato. 
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SCAMBIATORI DI CALORE A PIASTRE E SALDOBRASATI 

CODICE: 
 VedereÊiÊdatiÊindicatiÊsullaÊtarghetta. 
 

Autodichiarazione 
(per modelli: SALDOBRASATI KA-KB-KC; PIASTRE MEDIUM-K2, LARGE-K3, EXTRALARGE-K4) 

 
VAREMÊSPAÊdichiara,ÊinÊqualitàÊdiÊcostruttoreÊdiÊscambiatoriÊdiÊcaloreÊaÊpiastre,ÊcheÊiÊpropriÊprodottiÊsonoÊcostruitiÊ
utilizzandoÊmaterialiÊconformiÊalleÊnormativeÊvigentiÊeÊdiÊlavorareÊinÊconformitàÊallaÊnormaÊISO9001ÊeÊdiÊaverÊstabilitoÊ
procedureÊdiÊcontrolloÊinÊaccettazioneÊeÊnelÊprocessoÊdiÊfabbricazione. 

VAREMÊSPAÊdichiaraÊcheÊgliÊscambiatoriÊK2,ÊK3,ÊK4ÊcheÊlavoranoÊconÊpressioneÊmassimaÊdiÊ10Êbar,ÊvengonoÊsingolar-
menteÊcollaudatiÊadÊunaÊpressioneÊdiÊ16ÊbarÊperÊunÊtempoÊdiÊ5minutiÊperÊcircuito. 

VAREMÊSPAÊdichiaraÊcheÊgliÊscambiatoriÊK2,ÊK3,ÊK4ÊcheÊlavoranoÊconÊpressioneÊmassimaÊdiÊ16Êbar,ÊvengonoÊsingolar-
menteÊcollaudatiÊadÊunaÊpressioneÊdiÊ25ÊbarÊperÊunÊtempoÊdiÊ5minutiÊperÊcircuito. 
 
VAREMÊSPAÊdichiaraÊcheÊgliÊscambiatoriÊKA,ÊKB,ÊKCÊcheÊlavoranoÊconÊpressioneÊmassimaÊdiÊ30Êbar,ÊvengonoÊsingo-
larmenteÊcollaudatiÊadÊunaÊpressioneÊdiÊ45ÊbarÊperÊunÊtempoÊdiÊ5minutiÊperÊcircuito. 
 

ELENCO DEI MATERIALI (modelli KA, KB, KC) 
PiastreÊdiÊscambio acciaioÊinoxÊAISIÊ316 
PiastreÊdiÊchiusura acciaioÊinoxÊAISIÊ304 
Raccordi  acciaioÊinoxÊAISIÊ304 
MaterialeÊbrasatura Rame 
Temperatura  -196°CÊ/Ê+200°C 
 

ELENCO DEI MATERIALI (modelli K2, K3, K4) 
Telaio  ÊÊÊÊÊÊÊÊÊÊÊÊÊacciaioÊalÊcarbonioÊS235JRÊverniciato 
Raccordi ÊÊÊÊÊÊÊÊÊÊÊÊÊacciaioÊinoxÊAISIÊ304 
PiastreÊdiÊscambioÊÊÊÊÊÊÊÊÊÊÊÊacciaioÊinoxÊAISIÊ316 
Guarnizioni ÊÊÊÊÊÊÊÊÊÊÊÊÊgommaÊEPDM 
Tiranti  ÊÊÊÊÊÊÊÊÊÊÊÊÊacciaioÊzincato 
TemperaturaÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊ-20°CÊ/Ê+145°C 
 
PRESTAZIONI 
LoÊscambiatoreÊdeveÊessereÊdimensionatoÊinÊmodoÊadeguatoÊalleÊcaratteristicheÊdiÊscambioÊtermicoÊeÊdiÊperditeÊdiÊcaricoÊ
richieste. 
INSTALLAZIONE 
PerÊunÊcorrettoÊfunzionamentoÊdelloÊscambiatoreÊseguireÊlaÊbuonaÊnormaÊnelÊcollegamentoÊdeiÊraccordi;ÊeffettuareÊiÊcol-
legamentiÊsecondoÊquantoÊindicatoÊnelloÊschemaÊidraulico.ÊMontareÊloÊscambiatoreÊinÊposizioneÊVERTICALEÊconÊcolle-
gamentiÊidrauliciÊcomeÊriportatiÊnelleÊfigure. 
AssicurarsiÊcheÊtuttiÊiÊcomponentiÊcheÊintervengonoÊnelÊcircuitoÊdelloÊscambiatoreÊsianoÊadeguatiÊalÊcaso:ÊpompeÊdiÊcirco-
lazione,ÊvalvoleÊdiÊregolazione,ÊdiametroÊeÊlunghezzaÊdelleÊtubazioni. 
PrevedereÊchiaviÊdiÊintercettazioneÊperÊlaÊmanutenzioneÊdelloÊscambiatore. 
CollegareÊgliÊscambiatoriÊadÊunaÊbuonaÊmessaÊaÊterra;ÊNONÊESEGUIREÊSALDATUREÊsuÊtubazioniÊgiàÊraccordateÊalloÊ
scambiatore. 
!!!ATTENZIONE!!! 
La garanzia di 24 mesi sullo scambiatore di calore VAREM scade qualora il prodotto venga manomesso o smon-
tato da personale esterno non autorizzato. E’ consigliabile pertanto, nel caso si verifichi qualsiasi tipo di proble-
ma, contattare l’azienda madre.  
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PLATE AND BRAZED HEAT EXCHANGERS 
 

CODE: 
 SeeÊdataÊwrittenÊonÊtheÊlabel. 

 
Self-declaration 

(for models: BRAZED KA-KB-KC; PLATE MEDIUM-K2, LARGE-K3, EXTRALARGE-K4) 
 

VAREMÊSPAÊdeclares,ÊasÊaÊmanufacturerÊofÊplateÊheatÊexchangers,Ê thatÊ itsÊproductsÊareÊmanufacturedÊusingÊmaterialsÊ
compliantÊwithÊcurrentÊregulationsÊandÊthatÊitÊworksÊinÊcomplianceÊwithÊtheÊISO9001ÊstandardÊandÊthatÊitÊhasÊestablishedÊ
controlÊproceduresÊduringÊacceptanceÊandÊinÊtheÊmanufacturingÊprocess. 
 
VAREMÊSPAÊdeclaresÊthatÊtheÊK2,ÊK3,ÊK4ÊexchangersÊwhichÊworkÊwithÊaÊmaximumÊpressureÊofÊ10ÊbarÊareÊindividuallyÊ
testedÊatÊaÊpressureÊofÊ16ÊbarÊforÊaÊperiodÊofÊ5ÊminutesÊperÊcircuit. 
 
VAREMÊSPAÊdeclaresÊthatÊtheÊK2,ÊK3,ÊK4ÊexchangersÊwhichÊworkÊwithÊaÊmaximumÊpressureÊofÊ16ÊbarÊareÊindividuallyÊ
testedÊatÊaÊpressureÊofÊ25ÊbarÊforÊaÊperiodÊofÊ5ÊminutesÊperÊcircuit. 
 
VAREMÊSPAÊdeclaresÊthatÊtheÊKA,ÊKB,ÊKCÊexchangersÊwhichÊworkÊwithÊaÊmaximumÊpressureÊofÊ30ÊbarÊareÊindividual-
lyÊtestedÊatÊaÊpressureÊofÊ45ÊbarÊforÊaÊperiodÊofÊ5ÊminutesÊperÊcircuit. 
 
MATERIALS USED (models KA, KB, KC) 
ExchangeÊplates  AISIÊ316ÊstainlessÊsteel 
ClosingÊplates  AISIÊ304ÊstainlessÊsteel 
Sockets   AISIÊ304ÊstainlessÊsteel 
BrazingÊmaterial  Copper 
Temperature  -196°CÊ/Ê+200°C 
 
MATERIALS USED (models K2, K3, K4) 
Frame   paintedÊS235JRÊcarbonÊsteel 
Sockets   AISIÊ304ÊstainlessÊsteel 
ExchangeÊplates  AISIÊ316ÊstainlessÊsteel 
Gaskets   EPDMÊrubber 
TieÊrods   galvanizedÊsteelÊ 
Temperature  -20°CÊ/Ê+145°C 
 
PERFORMANCE 
TheÊheatÊ exchangerÊmustÊbeÊ selectedÊ accordingÊ toÊ theÊ characteristicsÊ ofÊ theÊ thermalÊ exchangeÊ andÊ flowÊ resistanceÊ re-
quired. 
INSTALLATION 
ForÊcorrectÊoperationÊofÊtheÊheatÊexchanger,ÊfollowÊgoodÊpracticeÊwhenÊconnectingÊtheÊfittings;ÊmakeÊtheÊconnectionsÊasÊ
indicatedÊinÊ theÊhydraulicÊdiagram.Ê InstallÊ theÊheatÊexchangerÊ inÊaÊVERTICALÊpositionÊwithÊhydraulicÊconnectionsÊasÊ
shownÊinÊtheÊpictures. 
MakeÊsureÊthatÊallÊtheÊcomponentsÊinvolvedÊinÊtheÊheatÊexchangerÊcircuitÊareÊsuitableÊforÊtheÊsituation:ÊcirculationÊpumps,Ê
regulationÊvalves,ÊdiameterÊandÊlengthÊofÊtheÊpipes. 
IncludeÊballÊvalvesÊforÊfutureÊheatÊexchangerÊmaintenance. 
ConnectÊ theÊheatÊexchangerÊ toÊaÊgoodÊground;ÊDOÊNOTÊCARRYÊOUTÊWELDINGÊonÊpipesÊalreadyÊconnectedÊtoÊ theÊ
heatÊexchanger. 
!!!WARNING!!!:  
The 24 month warranty for the heat exchangers is no longer valid when it has been disassembled, handled and/or 
tampered by unauthorized personnel. We recommend to contact VAREM for any problems or questions. 

Rev.00ÊreleaseÊdate 
LimenaÊ19/06/2024 

ASSEMBLY (only for K2, K3, K4 models) 
-TheÊPLATEVAREMÊheatÊexchangerÊisÊalreadyÊpre-assembledÊandÊreadyÊforÊinstallation. 
-SecureÊandÊmountÊtheÊframeÊinÊaÊwayÊthatÊitÊisÊsupported,ÊallowingÊtheÊplatesÊtoÊbeÊeasilyÊremovedÊforÊinspectionÊandÊ
cleaningÊpurposes. 
-ProvideÊaÊballÊvalveÊforÊeveryÊentranceÊandÊexitÊcircuitÊtoÊpermitÊtheÊisolationÊofÊtheÊheatÊexchangerÊfromÊtheÊplumbingÊ
systemÊduringÊmaintenanceÊprocedures. 
-InstallÊtheÊheatÊexchangerÊinÊaÊVERTICALÊpositionÊwithÊhydraulicÊconnectionsÊasÊshownÊinÊtheÊpictures. 
DISMANTLING (only for K2, K3, K4 models) 
CheckÊthatÊtheÊheatÊexchangerÊhasÊcompletelyÊcooledÊdownÊtoÊavoidÊanyÊdeteriorationÊofÊtheÊgaskets. 
-RemoveÊtheÊplatesÊandÊcleanÊoffÊÊanyÊcalciumÊdeposits.ÊIfÊtheÊdepositsÊstickÊtoÊtheÊplate,ÊremoveÊthemÊwithÊanyÊobjectÊthatÊ
willÊnotÊdamageÊtheÊplateÊitself. 
-CloseÊtheÊheatÊexchangerÊwithÊÊuniformÊpressure,ÊtoÊbringÊitÊtoÊitsÊoriginalÊstate. 
CLEANING (only for K2, K3, K4 models) 
-RemoveÊdifficultÊcalciumÊdepositsÊonÊplatesÊandÊgasketsÊwithÊaÊ1%ÊnitricÊacidÊsolutionÊandÊsodiumÊhydroxideÊforÊneutrali-
zation. 
-RinseÊabundantlyÊwithÊwater. 
RE-ASSEMBLE (only for K2, K3, K4 models) 
-Re-assembleÊtheÊplates,ÊmakingÊsureÊthatÊtheÊgasketsÊareÊtightlyÊandÊevenlyÊpacked,ÊrecreatingÊtheÊminimumÊthicknessÊofÊ
theÊducts,ÊasÊtheyÊwereÊoriginally. 
-Re-assembleÊtheÊheatÊexchangerÊwhileÊmaintainingÊtheÊstrictlyÊverticalÊsetÊofÊplatesÊandÊcomplyÊwithÊtheÊquoteÊprovidedÊ
forÊtightening. 
-ConnectÊtheÊheatÊexchangerÊtoÊaÊgoodÊground. 
 
LAYOUTS AND TYPICAL INSTALLATIONS 
TheÊfollowingÊdiagramsÊshowÊtheÊtypicalÊstandardÊ1ÊxÊ1Ê(singleÊpassage)ÊheatÊexchangerÊconfiguration;ÊtheÊentranceÊandÊ
exitÊfluidÊconnectorsÊareÊonÊtheÊsameÊside. 

Q1ÊfromÊtheÊboiler 
Q2ÊtoÊtheÊboiler 
Q3 fromÊtheÊaqueduct 
Q4ÊtoÊtheÊuser 

MODELS:ÊK2-K3-K4ÊPLATE 
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ATTENTION: VAREM, manufacturer of  plate heat exchangers, DOES NOT accept any responsibility for damages caused to 
persons, places or things, which derive from the improper use, installation, functioning of the product or connected system.  

MODELSÊ:ÊKA-KB-KCÊBRAZEDÊ 


